
  

++ 

-- 

+ 
- 

Η2Ο 

Na+, Cl- 

Mg2+, Ca2+, SO4
2- 

65,000-85,000 mg/L 

(70,000 is RO limit)  
FO 

MD 

EDR 

Η2Ο ++ 

-- 

+ 
- 

Η2Ο ++ 

-- 

+ 
- 

SECEL 0,84 KWh/m
3
                         

SECTH 65,4  KWh/m
3

3
                         

 

SECEL 0,84 KWh/m
3
                         

SECTH 65,4  KWh/m
3
                        

SECTOT 29,91 KWh/m
3
                         

 

MVC 

MSF 

MED 

SEC  6,73 KWh/m3 

 

 

CRYST 

-95% Η2Ο 
-40 to 70% Η2Ο 

60 to 70% ZLD CAPEX & OPEX 

SECEL 3,68 KWh/m
3
                         

SECTH 77,5  KWh/m
3
                        

SECTOT 38,56 KWh/m
3
                         

 

 

52-66 KWh/m
3
  

 

>15 m
3
/h 

>52 KWh/m
3
  

 

MD 

Η2Ο ++ 

-- 

+ 
- 

SECEL 2,22KWh/m
3
                         

SECTH 69,52 KWh/m
3
                        

SECTOT 33,50 KWh/m
3
                         

 

 

SECEL 14,86 KWh/m
3
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Solevorkonzentrationsschritt Verdunstung Kristallisation (Trocknung) 

ca. 90% Wiederherstellung ca. 40 to 70% Wiederherstellung 

Solefutter Zentrifuge 

Typisch sole ionen

  Sole = Wasser + Ionen 

Elektrisch angetriebener 
Membranprozess

Entfernt Ionen (95% einwertig, 
50 to 85% zweiwertig) 

                                  hängt vom Futter ab

Blitzverdampfung in Serie 

Mehrstufiger Destillationsprozess 

                        

SECTOT 29,91 KWh/m

Concentratio gradient driven 
permeable  membrane 

process 

Typische 
Solebeitragende

1) Entsalzungsindustrie 

2) Schwerindustrie 

3) Öl- und Gasindustrie 

5) Bergbauindustrie

4) Lebensmittel- und 
   Getränkeindustrie 

Temperaturgradient-gesteuerter
 permeabler Membranprozess

Entfernt wasser 

Entfernt wasser 

Übersättigung durch 
Erhitzen der Mutterlauge

Trocknen von Tröpfchen 
mit heißem Gasstrom

 

Sprüh
trocker

Erhöhter Dampfdruc Festes Salzerhöht die Kondensation  

Biz zu 180,000 mg/L  

Biz zu 250,000 mg/L  

Biz zu 250,000 mg/L  

Mit TDS füttern

https://www.lenntech.com/processes/Brine-Treatment/crystallisation.htm
https://www.lenntech.com/processes/Brine-Treatment/evaporation.htm
https://www.lenntech.com/processes/brine-pre-concentration.htm
https://www.lenntech.com/processes/Brine-Treatment/conventional-brine-treatment/edr.htm
https://www.lenntech.com/processes/Brine-Treatment/conventional-brine-treatment/fo.htm
https://www.lenntech.com/processes/Brine-Treatment/conventional-brine-treatment/md.htm

