




















































 Description  Mat. No. [kg]

 "System operational" signalling module for wall mounting6)

For connection to a Calio pump

 19075970 0.4

"System operational" signalling module for wall mounting

For connection of up to 6 Calio pumps

 01550860 1

Cold water insulation

 Description For size Mat. No. [kg]

Diffusion-tight insulation for cooling applications 25-60, 25-80, 25-100,
30-60, 30-80, 30-100

19075685 0.2

30-1207) 19075963 0.2

32-1207) 19075964 0.2
40-60, 40-70, 40-90 19075686 0.2
40-80, 40-1007) 19075965 0.2
50-40, 50-90 19075687 0.2
50-60, 50-807) 19075961 0.2

65-607) 19075962 0.2

Pipe unions

 Description Mat. No. [kg]

2 pipe unions
with G 1 1/2 union nut and insert with Rp 3/4 internal thread, steel
For pumps with G 1 1/2 external thread / R 3/4 pipe connection

19075560 0.2

2 pipe unions
with G 1 1/2 union nut and insert with Rp 1 internal thread, steel
For pumps with G 1 1/2 external thread / R 1 pipe connection

19075561 0.2

2 pipe unions
with G 2 union nut and insert with Rp 1 ¹/₄ internal thread, steel
For pumps with G 2 external thread / R 1 ¹/₄ pipe connection

19075562 0.2

Spacers (flange)

 Description Mating
dimension
flange

PN Length Mat. No. [kg]

Spacer F0 DN 40 6/10 70 mm 19075566 2
Spacer F1 DN 50 6/10 10 mm 19075567 2
Spacer F2 DN 50 6/10 20 mm 19075568 2
Spacer F3 DN 50 6/10 50 mm 19075569 2
Spacer F4 DN 50 6/10 60 mm 19075570 2
Spacer F5 DN 65 6/10 10 mm 19075571 2
Spacer F6 DN 65 6/10 25 mm 19075572 2
Spacer F7 DN 65 6/10 30 mm 19075573 2
Spacer F8 DN 80 6/10 10 mm 19075574 2
Spacer F9 DN 80 6/10 15 mm 19075575 2
Spacer F10 DN 80 6/10 20 mm 19075576 2
Spacer F11 DN 80 6/10 25 mm 19075577 2
Spacer F12 DN 80 6/10 30 mm 19075578 2
Spacer F13 DN 80 6/10 40 mm 19075579 2
Spacer F14 DN 80 6/10 40 mm 19075580 2
Spacer F15 DN 80 6/10 80 mm 19075581 2

7) Available from June 2015
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